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Casting Solutions�High-Speed Trim Press



High-speed Trim Press

Technical data

30 tons 65 tons 100 tons 200 tons 300 tons

SEP08-05 

SEP10-07  

SEP13-07   

SEP13-10  

SEP16-10   

SEP19-12  

SEP22-12   

With the development of a press series, a modern control generation with 
touch display, and a drive concept with servomotor, KUKA has the optimal 
solution for the increasing requirements in production.

Different models and intelligent options
for economical trimming

The trim press: flexible and energy-efficient
With the column press we offer you more than 30 different 
models. So you use optimal solutions and many advantages – 
as well as for manual and automatic operation:

•	Excellent precision, speed, and service life
•	Low-play column guidings and stiff press frames ensure a 

precise cut
•	Trimming and processing of different planes in one clamping 

ensure high economic efficiency and profitability
•	Control generation DIALOG IV with intuitive touch operation 

allows fast creation, modification, storage and reproduction 
of programs depending on tools

•	The servo hydraulic system of the trim press reduces the 
energy consumption by up to 60 percent (depending on 
customer and component)

Basic equipment of the column press
Each trim press is equipped with a basic package which can 
be expanded by optional accessory at choice. The user-friendly 
basic equipment of a column press includes:

•	Automatic electric safety door on the operator side
•	Control cabinet at the machine (arranged on the right side)
•	Media cabinet (arranged on the left side) with all relevant 

control units
•	USB interface for storage of user programs
•	Press pad control and cylinder 60 kN, 200 mm stroke
•	Two lateral slide connections at the media cabinet
•	Tool blasting at media cabinet
•	Bore holes for tool centering

Versions and option packages
The column-press is available in 
different designs. So we can optimally 
respond to your special needs.  
The pressure forces are between 300 kN 
and 3,000 kN. The daylight and the 
dimensions of the passage between 
columns vary from model to model.  
The trim press is available both as 
4-column and as 3-column version.

Option packages

•	Three-column version, optionally rear 
right / left

•	Flexible daylights
•	Table height
•	Slot pattern in table platen and ram
•	Insert strips and insert plates
•	Tool centering at table and ram
•	Tool change aids
•	Safety grids lateral, rear and press 

operating side
•	Pressure forces between 300 kN and 

3,000 kN
•	Strokes at press pad cylinder with and 

without 
•	Position sensors

Servo hydraulics

•	Thermostatic oil cooling
•	Tank monitoring elements
•	Variable press pad control
•	Side slide controls stationary and 

moving along
•	Central lubrication
•	Air-blast stationary and moving along
•	Tool lubrication
•	Extended operating panel
•	External E-motor control

Safety fences concept



www.kuka.com

We can be found locally all over the world:

Argentina
Australia
Austria
Belgium
Brazil
Canada
Chile
China
Czech Republic
Germany
Hungary
France
Great Britain
India
Italy
Japan
Korea

Malaysia
Mexico
New Zealand
Norway
Poland
Portugal
Russia
Sweden
Switzerland
Singapore
Slovakia
Spain
South Africa
Taiwan
Thailand
Turkey
USA

Specifications regarding the characteristics and usability of the products do not constitute a warranty of 
properties. They are intended to serve informative purposes only. Solely the respective contract of sale 
shall be binding in respect of the extent of our services and supplies. Some items of equipment depicted 
in the illustrations are optional and are not included in the standard scope of supply. Technical Data and 
illustrations are not binding for the delivery. Subject to change without prior notice.
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For further information please contact us at casting.industries.de@kuka.com
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